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Introduction

High throughput scattering methods were employed to

study phase behavior over a concentration gradient to probe

the vesicle structure of a diblock copolymer in water. Com-

binatorial approaches use composition libraries, either

continuous gradients or discrete multiple samples removing

the need for preparing each individual sample and reducing

experimental acquisition time, since the samples do not

need to be loaded individually, and no re-alignment proce-

dures are required. In this work, scattering methods were

chosen to study such systems, since they cover length scales

ranging from a few angstroms (WAXS – Wide angle X-ray

scattering) to approximately 200 nm (SAXS – Small angle

X-ray scattering). Moreover, since the structure is probed in

reciprocal space and the inspection volumes are large

compared to the scattering units, representative statistical

properties are obtained without local artifacts. In addition,

this technique is nondestructive and data acquisition is

rapid, typically 10 to 150 s, dependent on flux, the count rate

of the detectors, and the degree of contrast. To carry out

such experiments as quickly as possible, all SAXS/WAXS

studies are carried out at a synchrotron source, where the

flux is significantly higher than conventional laboratory

sources, typically 1011 to 1013 photons/s, and the wave-

length is monochromatic, typically 0.8 to 1.5 Å.

Liquid composition libraries can be prepared by three

different methods. (1) A time variant device consisting of

inlet and outlet channels, which different components are

pumped through, to give a variation in concentration with

time.[1] (2) A continuous concentration gradient, which

is prepared by means of a flow coater.[2] However, this

technique is only suitable for thin films, where confinement

and surface attraction may modify phase behavior, and

requires negligible diffusion during sampling times. It has

therefore limited applicability when designing libraries for

scattering experiments in the bulk. We have therefore used a

(3) discrete composition gradient, consisting of a multiwell

library, each well containing varying amounts of each com-

ponent. By incorporating such a library into scattering

Summary: We present a high throughput X-ray scattering
study (SAXS/WAXS) of the formation and stability of the
vesicle phase of a water soluble diblock copolymer. The
vesicle shape and shell thickness were investigated as a func-
tion of block copolymer concentration and temperature.
We were able to establish a growth in the SAXS peak as
concentration increased, indicating a greater polymer con-
centration of vesicles. The effect of temperature was also
investigated.

Library sample of a discrete concentration gradient of
EO(6)BO(11) in water.
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experiments, we can rapidly probe the structure over a large

number of concentrations by scanning a collimated X-ray

beam through the multiple sample array. In this work, we

used a 25-well array (with sample volume� 150 mL),

spanning concentrations from 0 to 20% by mass fraction in

increments of 0.8% for demonstration purposes.

Experimental Part

Sample Preparation

A sample of poly(ethylene oxide-block-butylene oxide),
EO(6)BO(11) (where EO denotes an ethylene oxide unit and
BO denotes a butylene oxide unit), was obtained from the Dow
Chemical Company and used as received.[4] Details of the
synthesis and characterization techniques can be found in the
literature.[3] A 20% solution of the block copolymer in de-
ionized water was prepared, mechanically agitated for 30 s, and
allowed to stand for a minimum of 24 h before examination. On
inspection, the sample appeared opaque at room temperature.

Harris et al.[3] established that the vesicle phase of this
copolymer is stable at room temperature up to concentrations
of 20%; hence, we study this system by SAXS/WAXS over
the whole concentration window from 0 to 20%, incorporating
25 samples within this range.

The discrete composition gradient was fabricated using an
in-house built liquid dispenser and deposited on a multiwell
substrate. The liquid dispenser consists of a series of syringe
pumps (New Era, NY), an XY stage (composed of two ortho-
gonal stacked linear stages, ILS150CC Newport, CA), and a
motorized actuator along the Z-axis (850G, Newport, CA).[4]

The syringes are connected with flexible tubing (Tygon
1.5875 mm ID)[4] to stainless steel needles (gauge 22), which
are attached and mounted onto the Z-actuator, which is normal
to the substrate aligned on theXY stage. The syringe pumps and
the motion stages are connected to a desktop computer and
controlled through a LabVIEW (National Instruments, TX)
interface.[4] Multicomponent mixtures can be readily prepared
within minutes using this technique.

Sample substrates can be designed and fabricated using a
recently developed rapid prototyping technique based on the
contact lithography of photo-polymerizable resins.[5,6] The
method requires a 365 nm (UVA) ultraviolet source, a mask
printed onto a transparency, and a commercially available opti-
cal adhesive. It can produce tall (up to several mm) structures
within minutes, which are impervious to a broad range
of solvents. Substrates are typically fabricated on glass (for
optical transmission) or silicon (for reflection). For this study, a
pattern with 25 posts (5 mm diameter) in a squared array
was fabricated on glass and its negative was obtained by
poly(dimethylsiloxane) PDMS replication (10:1 mass ratio,
Sylgard 184, Dow Corning[4]).[5,7] The result is a perforated
PDMS sheet (2 mm thick), which is reversibly sealed within
(125 mm thick) polyimide sheets (Kapton, Dupont, OH[4]) after
being filled with the binary composition library. An earlier
version of the PDMS membrane was fabricated by manually
punching holes through the elastomer. Kapton provides an
effective X-ray scattering window due to its rigidity, high
transmission, and low background scattering. PDMS emerges

as a suitable gasket material because of its impermeability to
water, adhesion to a variety of surfaces (including Kapton) and
high molding fidelity.[8]

Figure 1 shows the discrete composition library being
prepared using the home-built liquid dispenser as described
above.

Simultaneous SAXS/WAXS

SAXS/WAXS measurements were performed on beamline
X27C of the National Synchrotron Light Source at the Brook-
haven National Laboratory. The beamline was configured for
simultaneous SAXS/WAXS experiments using monochro-
matic radiation of wavelength, l¼ 1.366 Å, corresponding to
an energy of 10 keV. The evacuated beampipe was equipped
with a 1D gas-filled wire small angle detector located 1.944 m
from the sample position. A 1D detector is sufficient for such
systems as there are no orientation effects, i.e., the scattering
is isotopic. In addition, a 1D detector allows more frames to
be collected in one single experiment than a 2D area detector.
The wide angle detector was placed approximately 10 cm
away from the sample at an angle of 608. Further details of
beamline instrumentation, concerning the details on optics,
data acquisition, collimation and camera geometry can be
found elsewhere.[9]

The 5� 5 sample array was held vertically in front of the
beam and clamped in position. A motorized translation stage
allowed the movement of the cell to be controlled externally.
An exposure time of 120 s for each sample was performed,
resulting in 25 SAXS/WAXS data sets over the whole vesicle
concentration range to be probed in less than 1 h.

The scattering pattern from silver behenate is used as the
small angle diffraction standard. The long spacing of silver
behenate, d001¼ 58.380(3) Å.[10] Higher orders of reflection
are seen in the SAXS from this standard and show regular
spacing, hence allowing the conversion from pixel number to
scattering vector, q, from Equation (1).

q ¼ 2np=d ð1Þ

Figure 1. Library sample of a discrete concentration gradient of
EO(6)BO(11) in water.
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where n is the order of reflection, and d is the long spacing and:

q ¼ ½ð4np=lÞ sinðy=2Þ� ð2Þ

l being the wavelength of the incident beam, and y being the
scattering angle. For the WAXS calibration, Al2O3 was used to
convert pixel number into either q or 2y. An exposure time of
60 s was employed for both cases. Two ionization chambers
were placed either side of the sample cell to record the incident
and transmitted intensity of the X-ray beam. This is used to
correct for the transmission of the beam. A detector response
measurement was also performed using a 55Fe radioactive
source for approximately 1.5 h. This corrects for any non-
linearity of the detectors used. Finally, a background subtrac-
tion was recorded; this being the solvent alone held in one of
the wells of the library prepared.

In addition to the investigation of the library prepared,
temperature ramp experiments using a brass liquid cell
(containing polyimide windows) with a water bath temperature
control were performed. The sample was heated from room
temperature to 80 8C at 1 8C �min�1. Thirty frames of data were
collected, each frame being 120 s, separated by a dead time of
5 ms per frame.

Results and Discussion

Figure 2 shows the SAXS profiles as a function of con-

centration of EO(6)BO(11) in water. The units of the

scattered intensity are on an arbitrary scale. The absolute

calibration of intensity is not required since this is

nonessential for the measurement of peak position only.

The figure shows how the SAXS profile changes across

the concentration gradient library. A broad SAXS peak

develops as the concentration is increased indicating that

larger vesicles are present in the system as the concentration

increases. The broadness of the SAXS peak is due to the

curvature of the lamellar structure, since the bilayers are not

as well-correlated as that for a planar lamellar system. A

planar lamellar structure results in a more resolved SAXS

peak.[11] The high intensity at low q values is due to the

scattering around the beamstop and is not a correlation

peak. It can be seen that the principle peak position moves to

larger q values as the concentration increases; hence, the

domain spacing between lamellae within the multilamellar

vesicle decreases (e.g., 102 Å at 4.0% compared to 77 Å at

13.6%). The SAXS spectra were evaluated using an indirect

Fourier transformation, which has been described else-

where.[12] Using this technique, particle shape and dimen-

sion is obtained from the pair-distance distribution

function, p(r), which is a function in real space. The inset

of Figure 2 reveals the p(r) function for 13.6% polymer

solutions, which is characteristic of a spherical structure.[13]

One may expect that this function indicates the presence of

spherical micelles, however, due to the maximum particle

dimension obtained (Dmax) of 700 Å, we can conclude that

this is too large for any micelles formed from such a block

copolymer, which are typically in the range of 100 to 200 Å

in diameter.[14] We therefore conclude that the structures

formed are large spherical lamellae, i.e., vesicles. It is noted

that the most probable radius of the vesicle is 320 Å from the

p(r) function.

Figure 3 displays the WAXS profile over the concentra-

tion range investigated. The data has been shifted along the

y axis for clarity. No sharp Bragg peaks are evident, indica-

ting that the system has very little or no crystallinity present.

The broad peak over this range is due to the amorphous

Figure 2. SAXS profiles of EO(6)BO(11) at various concentra-
tions. (* �1.6% (mass fraction), þ �2.4%, ~ �3.2%, &
�4.0%, } �7.2%, ^ �13.6%) at 22 8C. Inset displays the p(r)
function for 13.6% mass fraction of polymer. Uncertainty in q is
�0.0005 Å-1. Uncertainty in p(r) is �5%.

Figure 3. WAXS profile for a range of concentration of
EO(6)BO(11) at 22 8C (* �1.6% (mass fraction), þ �2.4%,
~�3.2%,&�4.0%,}�7.2%,^�13.6%) Uncertainty in q is
�0.0005 Å�1.
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scattering from the local structure and remains the same for

each concentration. This implies that the opaque appear-

ance of the samples is due to very large vesicular structures

rather than phase separation of polymer from aqueous

solvent. Phase separation would also display a distinct high

intensity peak in the SAXS profile.

In addition to the concentration gradient library prepared,

the temperature dependence of these systems was also

carried out using standard SAXS/WAXS techniques.

The most obvious changes are illustrated when a 20%

mass fraction sample of polymer is heated from 25 to 80 8C,

shown in Figure 4. The inset shows the integrated SAXS

intensity (over the q-range 0.025 to 0.125 Å�1) as a function

of temperature. The integrated SAXS intensity, Q, is given

as Q ¼
Ð q2

q1
IðqÞdq. At 30 8C, the vesicle structure is shown

to persist, given by the broad SAXS peak and the spherical

p(r) function. At 40 8C, there is a slight increase in scattered

intensity in the region of interest. This indicates that the

vesicles have become packed closer together, which is due

to the increase in volume of the vesicle and hence, an

increase in contrast. The vesicle increases in volume,

because as the temperature is increased, water becomes a

poorer solvent for the PEO head groups, and to compensate

for this, the volume increases. This behavior continues up to

60 8C, at which there is a substantial decrease in scattered

intensity; we attribute this to the destruction of the vesicle

structure, thus a decrease in contrast. At 70 8C, there is a

sudden increase in SAXS intensity, combined with the

appearance of three peaks in the ratio 1:H3:H4 with respect

to the first order of reflection (d¼ 136 Å). This relates to an

increase in volume fraction of polymer, since the structure

formed is more closely packed than the vesicular structure.

The appearance of such peaks in this ratio implies that the

structure formed is a hexagonal, lyotropic liquid crystalline

array of rod-like micelles.[11]

Conclusion

We have successfully identified the vesicle phase and how it

changes as a function of composition and temperature over

the concentration region of 0 to 20% mass fraction. With

compositions greater than 20%, lyotropic liquid crystal

phases form,[3] which have not been investigated here, since

the formation of such morphologies is well understood.[15]

The multiwell sample library and automated acquisi-

tion used provide invaluable acceleration of the sample

inspection.

The development of a novel multiwell heating stage now

allows these systems to be studied in a high throughput way

as a function of temperature using both in-house small angle

light scattering (SALS)[16] and SAXS/WAXS, covering an

even broader length scale window (�300 nm to 2 mm).
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